Электроды Deloro Stellite

Типовая композиция сплавов
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Alloy Ni Cr Si Nb Fe C W Mo Co HRc SG
STELLITE 6 3.0 28.0 1.0 2.5 1.20 1.0 5.0 Bal 40 8.39
STELLITE 12 25 29.0 1.0 25 1.85 1.0 9.0 Bal 48 8.53
STELLITE 1 2.5 33.0 1.0 2.5 2.45 1.0 13.0 Bal 55 8.73
STELLITE 21 25 27.0 1.0 0.25 1.0 55 Bal 32 8.31
STELLITE 25 10.0 20.0 1.0 0.10 1.0 5.0 Bal 30

STELLITE 250 28.0 1.0 2.0 20.0 0.10 1.0 3.0 Bal 20 7.96

SG = Specific Gravity gm/cc?
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Рекомендуемые сварочные токи

[image: image3.jpg]The table below indicates recommended
current settings - DC electrode negative.

, No’s Elect/
Dia | Length CX’,:th N°fNEt'?°“ Wy
P Metal*
3/32 14 090 | 20/ | 34/
2.6mm | 350mm 45/kg | 75/kg
1/8" 14" 12/Ib | 18/1b
3.2mm | 350mm | 0120 | 26 kg | 40/kg
5/32" 14" 9/1b 13/1b
4.0mm | 350mm | 110150 | g, kg | 28/kg
3/16" 14" 6/1Ib 10/1b
140-

5.0mm | 350mm C1BK 13/kg | 21/kg
1/4" 14" 3/Ib 4/
6.0mm | 350mm | 180220 | o, kg 9/kg

*NB: Approximate quantity only.




